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1) INTRODUCTION 
 

1-1) General 
  DAEHAN INSTRUMENT company worked hard to make a new PITOT TUBE that is solved a 

many problems in the existing PITOT TUBE such as low pressure drop, require for accuracy of installed 

location, difficulty of average velocity measurement in pipe. 

We has technical help from the korea institute of industrial technology for the six months since 1994. 

and we succeeded in the development of a new PITOT TUBE. 

 

1-2) Feature of general Pitot tube 
(advantage) 

- Simple structure. 

- Regardless of a diameter in pipe. 

- Measurement of velocity at the relatively small area. 

(defect) 

- low pressure drop. 

- require for accuracy of a installed location and a situation. 

- difficulty of average velocity measurement in pipe. 

 

 

1-3) Measurement of flux 
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1-4) Feature of DAEHAN INSTRUMENT CO., LTD. Pitot tube 
1) Easily measurement of the flux. 

- The value of pressure drop is detected about 2~3 times larger than the existing one. 

2) Superior efficiency. 

- The pressure drop are observed at 4~8 point in the inner pipe. 
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2) INSTALLATION 
2-1)  In case of verticality tube, install this pitot tube at the point of a horizontal 
plane. (Refer to the Figure 5) 

 
 

2-2)    At the horizontal tube, we are select installation method by a kind of a flud 
In case of liquid, install this pitot tube at the bottom tip in the tube. (Refer to the Figure 6) 

 

 

[ Figure 5] 
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In case of gas, install this pitot tube at the top end in the tube. (Refer to the Figure 7) 
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2-3)    A necessary intuitive tube (Refer to the Table 4) 

 

2-4)    Limits of a tolerance (Refer to the Figure 8) 
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2-5)    Average Pitot Tube on-site installation drawing 
 
 
 
 
 
 
 
 
 

2-6)    Notice 
1) Avoidance a dusty place 

- If pressure detection hole is closed up an opening with dusts, you can solve through a spray of high 

pressure air 

2) Not congenial to turbulent flow 

3) Not using the place of high pressure steam, vibration existence. 

 


