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The “t” Constants (63.2%) when Element is immersed into 100 C (boiling water) from 0 C (ice bath)
3.2 Less than   2 sec.
4.8 Less than   3 sec.
6.4 Less than   5 sec.
8.0 Less than 10 sec.

Sheathed Resistance Temperature Detector (MODEL : DSR)

What is Sheathed Type RTD

Sheathed Leads

Response Time

Sheated Type RTD is a registered trad name of DAEHAN’s metal
sheathed RTD that has a monolithic structure comprising of
element and MI cable (MgO compacted, metel sheated leas
wires). This newly developed RTD has very quick response longer
service life and high accuracy under critical conditions.

Element Metal Sheath
Power Insulation
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Type

Dimensions Dimensions

Material
Conduit Dia.
No. of Terminal
Terminal Block
Surface Finish
Surface Color

Al-alloy diecast, Cast Iron
PF 1/2 PF 3/4

2 3 4 6
Bakelite, Ceramic
Melamine baked
Metallic silver

Weather Proof SN Type

Material
Conduit Dia.
No. of Terminal
Terminal Block
Surface Finish
Surface Color

Al-alloy diecast, Phenol Resin
PF 3/8

2 3
Bakelite, Ceramic
Melamine baked
Metallic silver

Weather Proof SS

Type

Dimensions Dimensions

Material
Conduit Dia.
No. of Terminal
Terminal Block
Surface Finish
Surface Color

Al-alloy diecast
PF 1/2 PF 3/4

2 3 4 6
Bakelite, Ceramic
Melamine baked
Metallic silver

Wall Mount SW

Type
Dimensions

Material
Conduit Dia.
No. of Terminal
Terminal Block
Surface Finish
Surface Color

Al-alloy diecast, Cast Iron Stainless Steel
M16 20 25 PF 1/2 PF 3/4

2 3 4 6
Bakelite (Ceramic)
Melamine baked
Metallic silver

*Flame Proof KG (d2 G4)

Type

Material
Conduit Dia.
No. of Terminal
Terminal Block
Surface Finish
Surface Color

Al-alloy diecast
-
2
Bakelite, Ceramic
Melamine baked
Metallic silver

Exposed Terminal SL
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DSR-001 DSR-008

DSR-002 DSR-009

DSR-003 DSR-010

DSR-004 DSR-011

DSR-005 DSR-012

DSR-006 DSR-013

DSR-007 DSR-014
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DSR-015

DSR-016

DSR-017

DSR-018

DSR-019

DSR-020
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