
Condensate Pot

DHCP

The CONDENSATE POT is used for measuring steam or highly condensable gases
as follows.

1) For steam, since the steam temperature exceeds 200 °C, it is used when the
steam must be condensed to a liquid before measurement. The condensate is
therefore sealed in between the POT and the instrument in advance. However, if
the steam temperature is below 200 °C, a TEE and PLUG alone are sufficient when
the transmitter is a diaphragm-type force-balance differential-pressure gauge.

The feature item in the General Catalog is summarized as "Protect the gauge from
steam".

2B ~ 4B 1/2 · 3/4 SW / PT / NPT C.S · STS304 · STS316 · A182 Pipe Sch 10 ~ 160

Technical Specifications

Item Value

Features Protects the gauge from steam (Protect the gauge from steam)

Materials C.S, STS304, STS316, Inconel, Monel, Hastelloy, A182 F11, F22, F51

Size 2B, 2-1/2B, 3B, 4B

Connection (Mounting) 1/2SW, 1/2 PT or NPT, 3/4SW, 3/4 PT or NPT

Pipe schedule (Pipe sch) 10, 20, 40, 80, 160

Ordering material codes STPG, STPT, 304(L)SS, 316(L)SS

Plug / vent plug Plug (P), Vent Plug (V)

Installation requirements
The CONDENSATE POT is used lying horizontally so as to ease
condensation of the measured medium and minimize volume
changes in the wetted part of the instrument, thereby
enlarging the contact area of the condensate.

The CONDENSATE POT is mounted within 45° above
horizontal from the tapping nozzle so that condensate above
a certain level returns to the main pipe, with the high- and
low-pressure sides at the same level.

ACCESSORIES

Condensate Pot
MODEL : DHCP
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Accessories MODEL : DHCP
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Ordering information (How to Order)

Model / Size

4 DHCP 4B

3 DHCP 3B

2.5 DHCP 2-1/2B

2 DHCP 2B

Pipe sch

01 Sch 10

02 Sch 20

04 Sch 40

08 Sch 80

16 Sch 160

Material

SG STPG

ST STPT

4(L)S 304(L)SS

6(L)S 316(L)SS

Connection

P1 PT 1/2

P3 PT 3/4

N1 NPT 1/2

N3 NPT 3/4

S1 S.W 1/2

S3 S.W 3/4

Plug & Vent Plug

P Plug

V Vent Plug

Option

/□□□ Options (by separate agreement)

1

2

3

4

5

6
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